ODFUKOVE POTRUBIE DN 20 VYVEDENE 1,0 m NAD
STRECHU A CHNUTE O 190°

NASTENNA FIXACNA MANZETA

KOTVENA DO STIEN
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LEGENDA:

K1 PLYNOVY ZAVESNY KOTOL THERM DUO 50, Q = 18 - 45kW, S = 2,1 - 5,2 m3/h /ZP/ - RIADIACIKOTOL
NY TEPELNY PRIKON P =49kW

K2 PLYNOVY ZAVESNY KOTOL THERM DUO 50, Q = 18 - 45 kW, S = 2,1 - 5,2 m3/h /ZP/ - RIADENY KOTOL
NY TEPELNY PRIKON P =49kW

POV PLYNOVY OHRIEVAC VODY QUANTUM Q7-75-NRRS, Q = 17,5 kW, S = 2,20 m3/h /ZP/

MAXIMALNY TEPELNY PRIKON P = 20,8 kW

POZNAMKA:

PLYNOVE POTRUBIE MUSI MAT JEDNOTNY ELEKTRICKY POTENCIAL, PRETO MUSI BYT VODIVO POSPAJANE
PODI’A STN 33 2000-4-41 A MUSI BYT UZEMNENE PODLA STN 33 2000-5-51

20DP. PROEKTANT MERORAVIRENOVIKY PROMiD

BIVESTOR OUL HVIEZDOSLAVOVA 68, NOVA VES NAD ZITAVOU %&zm

MESTO NOVA VES NAD ZITAVOU, PARTIZANSKA UL. parc.&. 165

STAVRA: STUP. PD RP
SKOLSKY INTERNAT - PLYNOFIKACIA FORMAT 244
PLYNOINSTALACIA - ROZVINUTY REZ 125 | P4




